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Mount

Aperture

25mm
/ T1.9

14mm
/ T2.4

35mm
/ T1.9

50mm
/ T1.9

85mm
/ T1.9

PL/RF/EPL/RF/E PL/RF/E PL/RF/E PL/RF/E

T1.9~T22T2.4~T22 T1.9~T22 T1.9~T22 T1.9~T22

Aperture Blades 1010 10 10 10

Close Focus 0.3m/11.8"0.25m/9.8" 0.3m/11.8" 0.5m/19.7" 0.8m/31.5"

Focus Rotation Angle 300°300° 300° 300° 300°

Angle of View for
36×24 Format

Diagonal 82.1°113.9° 64.3° 47.5° 28.6°

Horizontal 71.7°103.6° 55.1° 40.1° 24.0°

Vertical

PL （ARRI）

RF （Canon）

E （Sony）

51.1°79.8° 38.1° 27.2° 16.1°

Filter Size ø77 mm- ø77 mm ø77 mm ø77 mm

Front Diameter ø80mm/3.15"ø80mm/3.15" ø80mm/3.15" ø80mm/3.15" ø80mm/3.15"

85.3mm/3.36"

Length 81.3mm/3.2"117.3mm/4.62"

119.3mm/4.70"

81.3mm/3.2" 81.3mm/3.2" 81.3mm/3.2"

PL （ARRI）

RF （Canon）

E （Sony）

800g/1.76lbs

Weight 874g/1.93lbs

890g/1.96lbs

Imaging Circle 46mm

Gear MOD & Pitch Focus: 0.8 MOD / 32 Pitch
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